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HUBER İnce Izgara STEP SCREEN® SSV

HUBER İnce Izgara STEP SCREEN® SSF

Dokümanlar
Broşür: STEP SCREEN® Esnek SSF  [pdf, 897 KB] 
Daha fazla bilgi

STEP SCREEN®

Tutulan malzemeleri düşük maliyetli bir şekilde ayırma ve iletme

yüksek ayırma verimliliği için

her debi miktarı için

opsiyonel tutulan malzemelerin taban seviyesinden kaldırılması özelliği

STEP SCREEN® sistemlerinin geniş çaplı olarak kabul edilmesinin ve başarısının nedeni fonksiyonlarıdır. Bu fonksiyonlar, işletme
metotlarının anlaşılır olması, hiçbir bir araç gerektirmeden temizlenme özelliği (karşı akış prensibi ile kendi kendini temizleyebilir
olması), kolay servis, büyük ölçekli tutulan malzeme debileri ile başa çıkabiliyor olması ve işletme güvenilirliğidir.

Bizim ile iletişime geçtiğinizde karşınızda 20 yıldan fazla süredir ızgaralarla, yapılarıyla, üretimiyle, imalatıyla, işletmesiyle ve satış
sonrası hizmetiyle deneyimli ve aynı zamanda dünya çapında 12,000'den fazla referansı ile mekanik ön arıtma konusunda sektör lideri
olan kişi olacaktır.
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Phase 1: The arriving screenings collect on the steps and form a carpet.

Phase 2 + 3: The complete screenings carpet is lifted and transported by rotation of the moveable laminae.

Phase 4: The screenings carpet is laid down on the next step above.

Çalışma prensibi

Avantajları
Lifting of screenings at bottom level due to a special bottom step design

Gentle and complete screenings transport due to the counter-current principle

Optimally adjustable to individual constructional conditions

High capacity; the flow passes the screen surface only once

High separation efficiency due to the narrow slot width and the produced screenings carpet

Self-cleaning effect due to movable lamellas (no spray water, no brushes)

Very high operational stability: Reduced susceptibility to grit, gravel and stones due to the bottom step washing system

Very good corrosion protection: manufactured from stainless steel and acidtreated in a pickling bath

Unrivalled experience for more than 20 years
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